
n  Pre-installed Ortofon 2M Red cartridge
n  Headshell connection provides added flexibility
n  High-quality built-in Phono Stage
n  USB output for recording your viny
n  Low-vibration DC motor
n  Integrated motor control with large speed selector (33, 45 and 78 RPM)
n  Aluminium platter with rubber damping
n  Adjustable anti-skating



PREMIUM ANALOGUE HIFI-TURNTABLE
WITH DIGITAL USB-AUDIO INTERFACE

Technical Data 
n  Output voltage at 1000 Hz, 5cm/sec.: ................................... 5,5 mV
n  Channel balance at 1 kHz: ..................................................... 1,5 dB
n  Channel separation at 1 kHz:................................................. 22 dB
n  Channel separation at 15 kHz: ............................................... 15 dB
n  Frequency range at – 3dB: .................................................... 20-22.000 Hz
n  Frequency response: ............................................................. 20-20.000 Hz + 3 / - 1 dB
n  Tracking ability at 315Hz at recommended tracking force: ..... 70 μMm
n  Compliance, dynamic, lateral:................................................ 20 μMm
n  Stylus type: ........................................................................... Elliptical
n  Stylus tip radius: .................................................................... r/R 8/18 μMm
n  Tracking force range:............................................................. 1,6-2,0g (16-20 mN)
n  Tracking force, recommended: .............................................. 1,8 g (18 mN)
n  Tracking angle: ...................................................................... 20°
n  Internal impedance, DC resistance: ....................................... 1,3 kOhm
n  Internal inductance: ............................................................... 700 mH
n  Recommended load resistance: ............................................ 47 kOhm
n  Recommended load capacitance: ......................................... 150-300 pF
n  Cartridge colour, body/stylus: ................................................ Black/Red
n  Cartridge weight: ................................................................... 7.2 g
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Connection Terminal with USB Audio Output

Purpose-designed
detachable headshell

Large Speed Selector

High Fidelity
Construcition

2M RED
incl.
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